MATERI AL SAFETY DATA SHEET

OSHA- MEETS 29 CFR 191. 1200 STANDARDS | HVI S HAZARD RATI NGS
| HEALTH 0  0=I NSI GNI FI CANT
CEDAR | FLAMMABILITY 0  1=SLIGHT
CHEM CAL CORPORATI ON | REACTIVITY 0  2=MODERATE
| 3=Hl GH
| 4=EXTREME

TRANSPORTATI ON | NFORMATI ON
PROPER SHI PPI NG NAMVE: Not regul ated. Conpound, Tree or Wed Killing,

Li qui d
HAZARD CLASS/ DI VI SI ON: None REF: Not applicable
| DENTI FI CATI ON NUMBER: None LABEL: NONE REQUI RED

SECTION 1 - PRODUCT/ COMPANY | DENTI FI CATI ON

I DENTI TY (AS USED ON LABEL AND LI ST) Page 1 of 4
Super WHAM (R CA

MANUFACTURER S NAME EMERGENCY TELEPHONE NUMBER
Cedar Chemical Corporation CHEMIREC (800) 424-9300

ADDRESS (NUMBER, STREET, P.QO. BOX) TELEPHONE NUMBER FOR | NFORMATI ON
5100 Popl ar Avenue, Suite 2414 (901) 685-5348 (501) 572-3701

(CTY, STATE, AND ZI P CODE DATE PREPARED: July 20, 1995

Menmphi s, Tennessee 38137 SUPERSEDES: July 16, 1992

SECTI ON 2 - COWVPCSI TI ONAL | NFORVATI ON

HAZARDOUS COVPONENTS

(SPECI FI C CHEM CAL  CAS# % ACGH TWA  STEL CEDAR SARA RQ
| DENTI TY; COMVON (CPTIONAL) PPM  M& M PPM  PPM TITLE LBS
NAVE( S) Il

3',4' -Dichl oropro-
pi onani l i de (Pro-

panil) (a)* 709-98-8 41.2 5 Yes
Rel at ed Propanil

reaction products 1.7

(a) A"YES" in the SARA TITLE Il colum indicates a toxic chem cal

subj ect to annual reporting requirenents of Section 313 of the Energency
Pl anni ng and Comunity Ri ght-To-Know Act of 1986 and of 40 CFR 372.

“Ef fective 1996.

(b) Indicates an enpl oyee's skin exposure shall be prevented or reduced to
the extent necessary in the circunstances through the use of gl oves,
coveral I's, goggles, or other appropriate equi prment.

(c) The Wbrkpl ace Hazardous Materials Information System (WHM S), Canada's
version of the Hazard Conmuni cation, has determined this product nust be
di scl osed as a hazardous ingredient to the extent described in the

regul ati ons.
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(d) Indicates the Conprehensive Environnental Response, Conpensation, and
Liability Act (CERCLA) has notification requirenents for rel eases or
spills to the environnent of the Reportable Quantity (RQ or greater
amounts according to 40 CFR 302.

SECTI ON 3 - HEALTH HAZARD DATA

ROUTES OF ENTRY - SIGNS AND SYMPTOMS OF EXPOSURE

SKIN:. May be irritating to the skin upon repeated or prol onged exposure.
Subst ance can be absorbed through the skin in harnful anopunts.

EYES: Contact is noderately to strongly irritating.
I NGESTI ON:  May cause stupor, dizziness, fever, drowsiness, and blue lips
and fingernails.

I NHALATI ON: Move subject to fresh air. Administer artificial respiration
if breathing has stopped. Consult a physician.

SKIN: Renpve cont am nated cl ot hing; wash affected area with soap and

wat er. Launder contam nated clothing before reuse. If irritation persists,
seek medi cal attention.

EYES: Flush eyes with water for 15 m nutes while hol ding eyelids open.
Seek nedical attention if irritation persists.

I NGESTION: If swallowed, give large quantities of water and induce

vom ting. Never give anything by mouth to an unconsci ous person. Call a
physi ci an.

HEALTH HAZARDS (ACUTE AND CHRONIC): May be fatal if swallowed. Harnful if
absorbed through the skin. Acute Oal LD, (rats) >5000 ng/kg. Acute

Dermal LD, (rabbits) >2000 ng/kg. No known chronic effects have been
est abl i shed.

MEDI CAL CONDI TI ONS GENERALLY AGGRAVATED BY EXPOSURE: None known.

SECTION 4 - FI RE FI GHTI NG MEASURES
FLASH PO NT ( METHOD USED)
No flash point. Water-based.

FLAMVABLE LIM TS LEL: UEL:
Not applicable Not applicable



MATERI AL SAFETY DATA SHEET

I DENTI TY (AS USED ON LABEL AND LI ST) Page 3 of 4

Super WHAM (R CA Date: July 20, 1995
EXTI NGUI SHI NG MEDI A

CQ,, water, water fog, dry chenical, and chenical foam

SPECI AL FI RE FI GHTI NG PROCEDURES
Wear sel f-contained breathing apparatus (pressure-demand MSHA/ NI OSH
approved or equivalent) and full protective gear. Runoff should be
cont ai ned.

UNUSUAL FI RE AND EXPLCSI ON HAZARDS
Fire produces noxious fumes, hydrogen chloride, chlorine, organic acids,
and chl oroanilines. Pesticide particulates may becone airborne.

STEPS TO BE TAKEN I N CASE MATERI AL | S RELEASED OR SPI LLED: Conply with
fire, explosion, safety precaution, personal protective equi pnent sections
of this MSDS before proceeding with cleanup. Absorb material with inert
material such as "oil dry" and place in suitable container. Keep out of
streans, water supplies, and sewers. Contact Cedar or Chentrec if

assi stance is needed. For spills in excess of allowable linmts (RQ notify
the National Response Center (800) 424-8802; refer to SARA Title IIl1,
Section 313 40 CFR 372, and CERCLA 40 CFR 302 for conpl ete regul ations
concerni ng reporting requirenents.

SECTI ON 6 - HANDLI NG AND STORAGE

PRECAUTI ONS TO BE TAKEN I N HANDLI NG AND STORAGE: Keep cont ai ner cl osed
when not in use. Protect containers fromabuse and extrene tenperatures.
Do not store or consune food, drink, or tobacco in areas where they my
becone contanm nated with this material. Mnim ze body contact with this
product as well as all chemicals in general.

SECTI ON 7 - EXPOSURE CONTROLS/ PERSONAL PROTECTI ON
RESPI RATORY PROTECTI ON ( SPECI FY TYPE): Wear respirator (MHA/ Nl OSH
approved or equivalent) suitable for mist or vapor concentrations
encount er ed.
VENTI LATION  LOCAL EXHAUST: Required to control nist or vapor
concentration.
MECHANI CAL ( GENERAL): Yes

PROTECTI VE GLOVES: | npervi ous

EYE PROTECTI ON: Chemi cal splash goggles (ANSI Z-87.1 or equivalent)

OTHER PROTECTI VE CLOTHI NG OR EQUI PMENT: Long-sl eeved shirt, long pants,
shoes, socks, & chemi cal -resistant headgear shoul d be worn.

WORK/ HYA ENI C PRACTI CES: Practice safe workpl ace habits. Shower after
handl i ng. Wash cont ani nat ed cl ot hi ng before wearing again.
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SECTI ON 8 - PHYSI CAL/ CHEM CAL PROPERTI ES

BO LI NG PO NT SPECI FI C GRAVI TY (WATER = 1)
>212°F 1.164

VAPCR PRESSURE ( MVHG) pH
<1 5.0-6.9

VAPCR DENSITY (AIR = 1) EVAPORATI ON RATE (WATER = 1)
>1 >1

SOLUBI LI TY | N WATER % VOLATI LE (BY VEI GHT)
Aqueous suspensi on Approxi mately 50%

APPEARANCE AND CDOR
Light tan liquid. Odor simlar to |atex paint.

SECTION 9 - STABILITY AND REACTIVITY
STABI LI TY CONDI TI ONS TO AVA D
St abl e Extrene tenperatures and flane.
I NCOVPATI BI LI TY ( MATERI ALS TO AVA D) :
Strong acids, strong al kalies, and oxiders.
HAZARDOUS DECOMPGCSI TI ON PRODUCTS:
Noxi ous fumes such as hydrogen chloride, organic acids, and
chl oroani | i nes.
HAZARDOUS PCOLYMERI ZATI ON CONDI TI ONS TO AVA D
WIl not occur. None known

SECTI ON 10 - DI SPOSAL CONSI DERATI ONS

WASTE DI SPOSAL METHOD: Incinerate pesticide or triple rinsate that cannot
be used according to | abel directions and contaninated diking material in
a permtted facility according to current |local, state, and Federal

regul ati ons.

THE | NFORVATI ON CONTAI NED HEREI N | S BASED ON DATA CONSI DERED ACCURATE,
HOVNEVER, NO WARRANTY | S EXPRESSED OR | MPLI ED REGARDI NG THE ACCURACY OF
THESE DATA OR THE RESULTS TO BE OBTAI NED FROM THE USE THEREOF. CEDAR
CHEM CAL ASSUMES NO RESPONSI Bl LI TY FOR PERSONAL | NJURY OR PROPERTY DAMAGE
TO VENDEES, USERS OR THI RD PARTI ES CAUSED BY THE MATERI AL. SUCH VENDEES OR
USERS ASSUME ALL RI SKS ASSOCI ATED W TH THE USE OF THE MATERI AL.
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